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Firmware Release Notes

Version 1.05.039

Release Date: February 2026

Overview:

= Improve factory test process.

Improve security of firmware update mechanism.
Fix energizer names for MB1800i and MB2800:i.

Version 1.05.028

Release Date: November 2025
Overview:

SDK and build system updates to improve security for EU RED compliance.
- Updated ESP-IDF SDK versionto 5.5.0

- Updated ESP-AWS-IOT SDK version to 202406.01-LTS

Version 1.04.001

Release Date: September 2024

Overview:

= Support for MBS2000i and MBS3000i model identification.
Support for power status monitoring on battery energizers




Notas de Versao do Firmware

Versao 1.05.039

Data de langamento: Fevereiro de 2026
Visdo geral:

Melhoria no processo de testes de fabrica.

Melhoria na seguranca do mecanismo de atualizag&o de firmware.

Corregdo dos nomes dos energizadores para os modelos MB1800i e MB2800i.

Versao 1.05.028

Data de langamento: Novembro de 2025

Visdo geral:

= AtualizagBes do SDK e do sistema de build para melhorar a seguranca e atender a conformidade com a diretiva
RED da UE.

- Atualizacao da versdo do SDK ESP-IDF para 5.5.0.
- Atualizac3o da vers&o do SDK ESP-AWS-IOT para 202406.01-LTS.

Vers3o 1.04.001

Data de langamento: Setembro de 2024
Vis3do geral:

Suporte aidentificagcdo dos modelos MBS2000i e MBS3000i.
Suporte ao monitoramento do status de energia em energizadores a bateria




Open-Source Software Declaration

Firmware v1.05.039
Declaration Date: 23rd March 2026

Based on:
https://docs.espressif.com/projects/esp-idf/en/stable/esp32/COPYRIGHT.htm|
= Specifically, we utilise espressif idf, v5.5 with vuln search CPE:

k ok Kk kK Kk Kk

- cpe:2.3:a:espressif:esp-idf:5.5:%*" """

Software Copyrights

All original source code in the Espressif IDF repository is Copyright (C) 2015-2023 Espressif Systems. This source code
is licensed under the Apache License 2.0 as described in the file LICENSE.

Additional third party copyrighted code is included under the following licenses.

Where source code headers specify Copyright & License information, this information takes precedence over the
summaries made here.

Some examples use external components which are not Apache licensed, please check the copyright description in each
example source code.

Firmware Components
These third party libraries can be included into the application (firmware) produced by ESP-IDF.

= Newlib is licensed under the BSD License, with copyright held by the respective parties, as described in COPYING.
NEWLIB .
- Specifically, we utilise newlib, v4.3.0 with vuln search CPE:
- cpe:2.3:a:newlib_project:newlib:4.3.0:%"%""
= Xtensa header files are Copyright (C) 2013 Tensilica Inc and are licensed under the MIT License as reproduced in the individual
header files.
= Original parts of FreeRTOS (components/freertos) are Copyright (C) 2017 Amazon.com, Inc. or its affiliates, and are licensed under
the MIT License, as described in license.txt.
- Specifically, we utilise freertos, v10.5.1 with vuln search CPE:
- cpe:2.3:0:amazon:freertos:10.5.1:* """
= Original parts of LWIP (components/lwip) are Copyright (C) 2001, 2002 Swedish Institute of Computer Science and are licensed
under the BSD License as described in COPYING file.
- Specifically, we utilise Iwip, v2.2.0 with vuln search CPE:
- cpe:2.3:a:lwip_project:lwip:2.2.0:** "
= wpa supplicant, Copyright (C) 2003-2022 Jouni Malinen <j@w1.fi> and contributors and licensed under the BSD License.
- Specifically, we utilise wpa_supplicant, v2.10 with vuln search CPE:
- cpe:2.3:a:wl.fi:wpa_supplicant:2.10:*:******
Fast PBKDF2, Copyright (C) 2015 Joseph Birr-Pixton and licensed under CCO Public Domain Dedication License.
= FreeBSD net80211, Copyright (C) 2004-2008 Sam Leffler, Errno Consulting and licensed under the BSD License.
= micro-ecc library, Copyright (C) 2014 Kenneth MacKay, is licensed under 2-clause BSD License.
- Specifically, we utilise micro-ecc, v1.1 with vuln search CPE:
-+ cpe:2.3:a:micro-ecc_project:micro-ecc:1.1:%**" """
Mbed TLS library, Copyright (C) 2006-2018 ARM Limited, is licensed under Apache License 2.0 as described in LICENSE file.
- Specifically, we utilise mbed tls, v3.6.3 with vuln search CPE:

ok ok k kK

- cpe:2.3:a:arm:mbed_tls:3.6.3:"

= mynewt-nimble, Copyright (C) 2015-2018 The Apache Software Foundation, is licensed under Apache License 2.0 as described in
LICENSE file.

- Specifically, we utilise Apache Mynewt Nimble, v1.6
= TLSF allocator, Copyright (C) 2006-2016 Matthew Conte, and licensed under the BSD 3-clause license.

= protobuf-c is Protocol Buffers implementation in C, Copyright (C) 2008-2022 Dave Benson and the protobuf-c authors. For details
please check LICENSE file.



https://docs.espressif.com/projects/esp-idf/en/stable/esp32/COPYRIGHT.html
https://github.com/espressif/esp-idf/tree/v6.0/components/esp_libc
https://github.com/espressif/esp-idf/blob/v6.0/components/esp_libc/COPYING.NEWLIB
https://github.com/espressif/esp-idf/blob/v6.0/components/esp_libc/COPYING.NEWLIB
https://github.com/espressif/esp-idf/tree/v6.0/components/xtensa/include/xtensa
https://freertos.org/
https://github.com/espressif/esp-idf/blob/v6.0/components/freertos/FreeRTOS-Kernel/LICENSE.md
https://savannah.nongnu.org/projects/lwip/
https://github.com/espressif/esp-lwip/blob/fd432e4/COPYING
https://w1.fi/wpa_supplicant/
mailto:j%40w1.fi
https://github.com/espressif/esp-idf/blob/v6.0/components/wpa_supplicant/esp_supplicant/src/crypto/crypto_mbedtls.c
https://github.com/freebsd/freebsd-src/tree/master/sys/net80211
https://github.com/kmackay/micro-ecc
https://github.com/Mbed-TLS/mbedtls
https://github.com/espressif/mbedtls/blob/582ff48/LICENSE
https://github.com/apache/mynewt-nimble
https://github.com/espressif/esp-nimble/blob/20ddbe4/LICENSE
https://github.com/espressif/tlsf
https://github.com/protobuf-c/protobuf-c
https://github.com/protobuf-c/protobuf-c/blob/abc67a1/LICENSE

ROM Source Code Copyrights

Espressif SoCs mask ROM hardware includes binaries compiled from portions of the following third party
software:
= Newlib, licensed under the BSD License and is Copyright of various parties, as described in COPYING.NEWLIB.

= Xtensa libhal, Copyright (C) Tensilica Inc and licensed under the MIT License (see below).
= miniz, by Rich Geldreich - placed into the public domain.

Xtensa libhal MIT License
Copyright (C) 2003, 2006, 2010 Tensilica Inc.

Permission is hereby granted, free of charge, to any person obtaining a copy of this software and associated
documentation files (the "Software"), to deal in the Software without restriction, including without limitation
the rights to use, copy, modify, merge, publish, distribute, sublicense, and/or sell copies of the Software, and
to permit persons to whom the Software is furnished to do so, subject to the following conditions:

The above copyright notice and this permission notice shall be included in all copies or substantial portions
of the Software.

THE SOFTWARE IS PROVIDED "AS IS", WITHOUT WARRANTY OF ANY KIND, EXPRESS OR IMPLIED,
INCLUDING BUT NOT LIMITED TO THE WARRANTIES OF MERCHANTABILITY, FITNESS FOR A
PARTICULAR PURPOSE AND NONINFRINGEMENT. INNO EVENT SHALL THE AUTHORS OR COPYRIGHT
HOLDERS BE LIABLE FOR ANY CLAIM, DAMAGES OR OTHER LIABILITY, WHETHER IN AN ACTION OF
CONTRACT, TORT OR OTHERWISE, ARISING FROM, OUT OF OR IN CONNECTION WITH THE SOFTWARE

ORTHE USE OR OTHER DEALINGS IN THE SOFTWARE.

These additional third party libraries are included into the application (firmware) that are separate from the
Espressif IDF.

component-espressif_cbor, v0.6.0~2
= submodule-coreJSON-coreJSON, v3.1.0-41-ge3b7663
= submodule-coreMQTT-coreMQTT, v1.2.0-65-g2beef04
= submodule-backoffAlgorithm-backoffAlgorithm, v1.2.0-22-g3ccObf8
= submodule-coreMQTT-Agent-coreMQT T-Agent, v1.2.0-6-g498e283
= submodule-coreMQTT-Agent-coreMQT T-Agent-source/dependency/coreMQTT, v1.2.0-29-g5¢fd 781


https://github.com/espressif/esp-idf/tree/v6.0/components/esp_libc
https://github.com/espressif/esp-idf/blob/v6.0/components/esp_libc/COPYING.NEWLIB
https://code.google.com/archive/p/miniz/

Declaracao de Software de Cédigo Aberto

Firmware v1.05.039
Data da Declaragio: 23 de margo de 2026

Baseado em:
https://docs.espressif.com/projects/esp-idf/en/stable/esp32/COPYRIGHT.html

= Especificamente, utilizamos espressif idf, v5.5 com busca de vulnerabilidades CPE:

k_ kK k ok k ok

- cpe:2.3:a:espressif:esp-idf:5.5:%"% "™

Direitos Autorais do Software

Todo o codigo-fonte original no repositério Espressif IDF é Copyright (C) 2015-2023 Espressif Systems.
Este cédigo-fonte é licenciado sob a Licenga Apache 2.0 conforme descrito no arquivo LICENSE.

Cddigo adicional de terceiros protegido por direitos autorais esta incluido sob as seguintes licengas.

Quando os cabecalhos do cédigo-fonte especificam informacdes de Copyright e Licenga, essas informacses
prevalecem sobre os resumos apresentados aqui.

Alguns exemplos utilizam componentes externos que n&o s&o licenciados sob a Apache, portanto, verifique
a descricao de direitos autorais em cada cédigo-fonte de exemplo.

Componentes do Firmware

Essas bibliotecas de terceiros podem ser incluidas na aplicacéo (firmware) produzida pelo ESP-
IDF.
= Newlib é licenciado sob a Licenga BSD, com os direitos autorais pertencentes as respectivas partes, conforme descrito em
COPYING.NEWLIB .
- Especificamente, utilizamos newlib, v4.3.0 com busca de vulnerabilidades CPE:
- cpe:2.3:a:newlib project:newlib::4.3.0:** """
= Xtensa header files sdo Copyright (C) 2013 Tensilica Inc e s&o licenciados sob a Licenga MIT, conforme reproduzido nos arquivos de
cabecalho individuais..
= Partes originais do FreeRTOS (components/freertos) sdo Copyright (C) 2017 Amazon.com, Inc. ou suas afiliadas, e s&o licenciadas
sob a Licenca MIT, conforme descrito no arquivo license.txt.
- Especificamente, utilizamos freertos, V10.5.1 com busca de vulnerabilidades CPE:
- cpe:2.3:0:amazon:freertos:10.5.1:*** """
= Partes originais do LWIP (components/lwip) sdo Copyright (C) 2001, 2002 Swedish Institute of Computer Science e s&o licenciadas
sob a Licenga BSD, conforme descrito no arquivo COPYING file.

- Especificamente, utilizamos Iwip, v2.2.0 com busca de vulnerabilidades CPE:

= wpa_supplicant, Copyright (C) 2003-2022 Jouni Malinen <j@w1.fi> e colaboradores, ¢ licenciado sob a Licenga BSD.
- Especificamente, utilizamos wpa_supplicant, v2.10 com busca de vulnerabilidades CPE:
- cpe:2.3:a:wl.fi:wpa_supplicant:2.10:****"**
= Fast PBKDF2, Copyright (C) 2015 Joseph Birr-Pixton é licenciado sob a licenga CCO Public Domain Dedication.
= FreeBSD net80211, Copyright (C) 2004-2008 Sam Leffler, Errno Consulting é licenciado sob a Licenga BSD.

= micro-ecc library, Copyright (C) 2014 Kenneth MacKay, ¢ licenciada sob a Licenga BSD de 2 clausulas.
- Especificamente, utilizamos micro-ecc, v1.1 com busca de vulnerabilidades CPE:
+ cpe:2.3:a:micro-ecc_project:micro-ecc:1.1:%:%% "
= Mbed TLS library, Copyright (C) 2006-2018 ARM Limited, ¢ licenciada sob a Licenga Apache 2.0 conforme descrito no arquivo
LICENSE file.

- Especificamente, utilizamos mbed tls, v3.6.3 com busca de vulnerabilidades CPE:

* % k * k% k %

- cpe:2.3:a:arm:mbed tls:3.6.3:%:*:*:*""
= mynewt-nimble, Copyright (C) 2015-2018 The Apache Software Foundation, ¢ licenciado sob a Licenga Apache 2.0 conforme
descrito no arquivo LICENSE file.

- Especificamente, utilizamos Apache Mynewt Nimble, v1.6
= TLSF allocator, Copyright (C) 2006-2016 Matthew Conte, ¢ licenciado sob a licenga BSD de 3 clausulas.

= protobuf-c é uma implementag&o de Protocol Buffers em C, Copyright (C) 2008-2022 Dave Benson e os autores do protobuf-c.
Para mais detalhes, consulte o arquivo LICENSE file.


https://docs.espressif.com/projects/esp-idf/en/stable/esp32/COPYRIGHT.html
https://github.com/espressif/esp-idf/tree/v6.0/components/esp_libc
https://github.com/espressif/esp-idf/blob/v6.0/components/esp_libc/COPYING.NEWLIB
https://github.com/espressif/esp-idf/tree/v6.0/components/xtensa/include/xtensa
https://freertos.org/
https://github.com/espressif/esp-idf/blob/v6.0/components/freertos/FreeRTOS-Kernel/LICENSE.md
https://savannah.nongnu.org/projects/lwip/
https://github.com/espressif/esp-lwip/blob/fd432e4/COPYING
https://w1.fi/wpa_supplicant/
mailto:mailto:j%2540w1.fi?subject=
https://github.com/espressif/esp-idf/blob/v6.0/components/wpa_supplicant/esp_supplicant/src/crypto/crypto_mbedtls.c
https://github.com/freebsd/freebsd-src/tree/master/sys/net80211
https://github.com/kmackay/micro-ecc
https://github.com/Mbed-TLS/mbedtls
https://github.com/espressif/mbedtls/blob/582ff48/LICENSE
https://github.com/apache/mynewt-nimble
https://github.com/espressif/esp-nimble/blob/20ddbe4/LICENSE
https://github.com/espressif/tlsf
https://github.com/protobuf-c/protobuf-c
https://github.com/protobuf-c/protobuf-c/blob/abc67a1/LICENSE

Direitos Autorais do Cédigo-Fonte da ROM

O hardware de ROM mascarada dos SoCs da Espressif inclui binarios compilados a partir de partes dos
segumtes softwares de terceiros:

Newlib,licenciado sob a Licenga BSD e com direitos autorais pertencentes a varias partes, conforme descrito em COPYING.
NEVVLIB

= Xtensa libhal, Copyright (C) Tensilica Inc licenciado sob a Licenga MIT (ver abaixo).
= miniz, por Rich Geldreich - colocado em dominio publico.

Licenca MIT do Xtensa libhal
Copyright (C) 2003, 2006, 2010 Tensilica Inc.

E concedida permiss&o, gratuitamente, a qualquer pessoa que obtenha uma cdpia deste software e dos
arquivos de documentacéo associados (o “Software”), para utilizar o Software sem restri¢des, incluindo, sem
limitac&o, os direitos de usar, copiar, modificar, mesclar, publicar, distribuir, sublicenciar e/ou vender cdpias
do Software, bem como permitir que pessoas a quem o Software seja fornecido fagam o mesmo, sujeitas as
seguintes condiges:

O aviso de direitos autorais acima e este aviso de permissao deverao ser incluidos em todas as cépias ou
partes substanciais do Software.

O SOFTWARE E FORNECIDO “NO ESTADO EM QUE SE ENCONTRA', SEM GARANTIA DE QUALQUER
TIPO, EXPRESSA OU IMPLICITA, INCLUINDO, MAS NAO SE LIMITANDO AS GARANTIAS DE
COMERCIALIZACAO, ADEQUACAO A UMA FINALIDADE ESPECIFICA ENAO VIOLACAO EM NENHUM
CASO OS AUTORES OU DETENTORES DOS DIREITOS AUTORAIS SERAO RESPONSAVEIS POR
QUALQUER REIVINDICAGCAO, DANOS OU OUTRAS RESPONSABILIDADES, SEJA EM UI\/IA~ACAO
CONTRATUAL, DELITUAL OU DE OUTRA NATUREZA, DECORRENTES DE, OU EM CONEXAO COM, O
SOFTWARE OU O USO OU OUTRAS NEGOCIACOES NO SOFTWARE.

Essas bibliotecas adicionais de terceiros esto incluidas na aplicago (firmware) e sdo separadas do
Espressif IDF.

= component-espressif_cbor, v0.6.0~2
= submodule-coreJSON-coreJSON, v3.1.0-41-ge3b 7663
= submodule-coreMQTT-coreMQTT, v1.2.0-65-g2beef04
= submodule-backoffAlgorithm-backoffAlgorithm, v1.2.0-22-g3ccObf8
= submodule-coreMQTT-Agent-coreMQT T-Agent, v1.2.0-6-g498e283
= submodule-coreMQTT-Agent-coreMQT T-Agent-source/dependency/coreMQTT, v1.2.0-29-g5cfd 781


https://github.com/espressif/esp-idf/tree/v6.0/components/esp_libc
https://github.com/espressif/esp-idf/blob/v6.0/components/esp_libc/COPYING.NEWLIB
https://github.com/espressif/esp-idf/blob/v6.0/components/esp_libc/COPYING.NEWLIB
https://code.google.com/archive/p/miniz/

Firmware Release Notes - TW-x, TWR-x, W1

Version: WSL2.21.006

Release Date: February 2026

Overview:

= Updates to improve security for EU RED compliance.
= Fix database sync error for archived animal

= Support scrollable session options view

= Change trait history to be a subscription feature

Version: WSL2.19.006

Release Date: January 2026
Overview:

= |dentify Wi-Fi Access Point using SSID instead of BSSID
= Fix iPhone Wi-Fi hotspot connection

Version: WSL2.18.011

Release Date: October 2025

Overview:

= Fix on-screen keypad input when allowed inputs are number and symbol
= Remove logging of username.

= Update GUI framework to Qt 6.9.1

Version: WSL2.17.025

Release Date: August 2025

Overview:

= |mprove database loading speed

= Disable subscription features when customer has reached the tier limit

= Support scanning EID barcode into animal data field
= Add support for Zebra printers

Version: WSL2.16.021

Release Date: July 2025

Overview:

= Fix invalid drafting actions after database sync
= Fix Wireless Load Bars connection issue

= Support scanning VID barcode into animal data field
= Add session search feature




Notas de Versao do Firmware - TW-x, TWR-x, W1
Versao: WSL2.20.010

Data de langamento: Fevereiro de 2026

Visao geral:

= AtualizagBes para melhorar a seguranca e atender a conformidade com a RED da UE.
= Corregao de erro de sincronizagao do banco de dados para animal arquivado

= Suporte a visualizagdo rolavel das opgdes de sessdo

= Histdrico de tragos passou a ser um recurso por assinatura

Versao: WSL2.19.006

Data de langamento: Janeiro de 2026

Vis3o geral:

= |dentificagdo do ponto de acesso Wi-Fi usando o SSID em vez do BSSID
= Correcdo da conexdo com hotspot Wi-Fi do iPhone

Versao: WSL2.18.011

Data de langamento: Outubro de 2025

Vis3o geral:

= Correcdo da entrada pelo teclado na tela quando os valores permitidos sdo ndmeros e simbolos
= Remoc3o do registro (log) do nome de usuario.

= Atualizagdo do framework da interface grafica para Qt 6.9.1

Versao: WSL2.17.025

Data de lancamento: Agosto de 2025

Visdo geral:

= Melhoria na velocidade de carregamento do banco de dados

= Desativagdo dos recursos por assinatura quando o cliente atinge o limite do nivel
= Suporte a leitura de cédigo de barras EID no campo de dados do animal

= Adigdo de suporte para impressoras Zebra

Versao: WSL2.16.021

Data de langamento: Julho de 2025

Visao geral:

= Correcdo de acdes de separacéo invalidas apds a sincronizacao do banco de dados
= Corregdo de problema de conexdo com as barras de pesagem sem fio

= Habilitacdo da leitura de codigo de barras VID no campo de dados do animal

= Adic3o do recurso de pesquisa de sessdes



Copyright/License and Version information associated with v2.21.006 firmware

Informages de copyright/licenca e versdo associadas ao firmware v2.21.006

8t April 2026/ 8 de abril de 2026

The complete license texts and firmware provenance information applicable to this product are provided at the
following link: https://media.gallagher.com/share/123FEA49-1A60-4112-9E74E365271A68E2/

This includes Open-Source licenses listed below, WHENCE .text, and firmware licenses.

Todos os textos completos das licencas e as informacgdes sobre a origem do firmware aplicaveis a este produto estao
disponiveis no link abaixo: https://media.gallagher.com/share/123FEA49-1A60-4112-OE74E365271A68E2/

Isso inclui as licencas de cddigo aberto listadas abaixo, o arquivo WHENCE .txt e as licengas do firmware.

Este produto contém:

Package Name and Description Version No. Open-Source License Name

Nome e descricdo do pacote N° da versdo Nome da licenca de cédigo aberto

acl - ACL allows you to provide different
levels of access to files and folders for 23.2 LGPL-2.1-or-later AND GPL-2.0-or-later
different users.

amx3-cm3 - Cortex-M3 binary blob for 1.9.2

LicenseRef-TI-TSPA
suspend-resume.

attr - Implement the ability for a user to
attach name:value pairs to objects within 251 LGPL-2.1-or-later AND GPL-2.0-or-later
the XFS filesystem.

base-files - The base-files package creates
the basic system directory structure and
provides a small set of key configuration
files for the system.

3.0.14 GPL-2.0-only

base-passwd - The master copies of the

user database files (/fetc/passwd and [etc/

group). The update-passwd tool is also 3.6.3 GPL-2.0-only
provided to keep the system databases

synchronized with these master files.

bash - Bash is the GNU Project’s Bourne
Again SHell, a complete implementation

of the IEEE POSIX and Open Group shell
specification with interactive command line
editing, job control on architectures that
support it, csh-like features such as history
substitution and brace expansion, and a
slew of other features.

5.2.21 GPL-3.0-or-later

bash-completion - Collection of command

line command completions for the Bash

shell, collection of helper functions to

assist in creating new completions, and 2.12.0 GPL-2.0-only
set of facilities for loading completions

automatically on demand, as well as

installing them.

bluez - Linux Bluetooth stack V5 userland

components. These include a system 572
configurations, daemons, tools and system '
libraries.

GPL-2.0-or-later AND LGPL-2.1-or-later


https://media.gallagher.com/share/123FEA49-1A60-4112-9E74E365271A68E2/ 
https://media.gallagher.com/share/123FEA49-1A60-4112-9E74E365271A68E2/ 

Package Name and Description Version No. Open-Source License Name

Nome e descricao do pacote N° da versao Nome da licenga de cédigo aberto
bg34z100tool - Small tool to interact with 1.0 MIT
bg34z100 fuel gauge over |2C.
bt-enable - Bluetooth enable script. 1.0 MIT
bt-fw - Firmware files for Bluetooth. 87.1 LicenseRef-TI-TSPA

busybox - BusyBox combines tiny versions
of many common UNIX utilities into a single
small executable. It provides minimalist
replacements for most of the utilities you
usually find in GNU fileutils, shellutils, etc.
The utilities in BusyBox generally have
fewer options than their full-featured GNU 1.36.1 GPL-2.0-only AND LicenseRef-bzip2-1.0.4
cousins; however, the options that are
included provide the expected functionality
and behave very much like their GNU
counterparts. BusyBox provides a fairly
complete POSIX environment for any small
or embedded system.

bzip2 - bzip2 compresses files using

the Burrows-Wheeler block-sorting text

compression algorithm, and Huffman

coding. Compression is generally . ) }
considerably better than that achieved 1.0.8 25:5 g.SOD?g_ICa;TaeJS/ZI\,Jf.\?\]ngaﬁQe 2.0 AND MS-PL
by more conventional LZ77/LZ78-
based compressors, and approaches
the performance of the PPM family of
statistical compressors.

ca-certificates - This package includes

PEM files of CA certificates to allow

SSL-based applications to check for the 20211016 GPL-2.0-or-later AND MPL-2.0
authenticity of SSL connections. This

derived from Debian's CA Certificates.

cairo - Cairo is a multi-platform library

providing anti-aliased vector-based

rendering for multiple target backends.

Paths consist of line segments and cubic

splines and can be rendered at any width 1.18.0 (MPL-1.1 OR LGPL-2.1-only ) AND GPL-3.0-or-
with various join and cap styles. All colors B later

may be specified with optional translucence

(opacity/alpha) and combined using the

extended Porter/Duff compositing algebra

as found in the X Render Extension.

cryptodev-linux - Cryptodev-linux is a

device that allows access to Linux kernel

cryptographic drivers; thus allowing of

userspace applications to take advantage

of hardware accelerators. Cryptodev-linux 114 GPL-2.0-only
is implemented as a standalone module

that requires no dependencies other than a

stock linux kernel. Its APl is compatible with

OpenBSD's cryptodev userspace API (/dev/

crypto).

cryptodev-module - Cryptodev-linux is a

device that allows access to Linux kernel

cryptographic drivers; thus allowing of

userspace applications to take advantage

of hardware accelerators. Cryptodev-linux 114 GPL-2.0-only
is implemented as a standalone module

that requires no dependencies other than a

stock linux kernel. Its APl is compatible with

OpenBSD's cryptodev userspace API (/dev/

crypto).



Package Name and Description

Nome e descri¢3o do pacote

dbus - D-Bus is a message bus system,

a simple way for applications to talk to

one another. In addition to interprocess
communication, D-Bus helps coordinate
process lifecycle; it makes it simple

and reliable to code a “single instance”
application or daemon, and to launch
applications and daemons on demand when
their services are needed.

devmem?2 - Simple program to read/write
from/to any location in memory.

dropbear_ssh - Dropbear is a relatively
small SSH server and client. It runs on
a variety of POSIX-based platforms.
Dropbear is open source software,
distributed under a MIT-style license.
Dropbear is particularly useful for
“embedded"-type Linux (or other Unix)
systems, such as wireless routers.

e2fsprogs - The Ext2 Filesystem Utilities
(e2fsprogs) contain all of the standard
utilities for creating, fixing, configuring,
and debugging ext2 filesystems.

eudev - eudev is Gentoo's fork of udeyv,
systemd's device file manager for the Linux
kernel. It manages device nodes in /dev and
handles all user space actions when adding
or removing devices.

eventdump - Utility for parsing system
events.

expat - Expat is an XML parser library
written in C. It is a stream-oriented parser
in which an application registers handlers
for things the parser might find in the XML
document (like start tags)

external-arm-toolchain - External Arm
GNU toolchain and runtime support
components used by the build.

fbset - The fbset console tool.

fbset-modes - Default display timings and
resolutions for fbset.

fontconfig - Fontconfig is a font
configuration and customization library,
which does not depend on the X Window
System. It is designed to locate fonts within
the system and select them according to
requirements specified by applications.
Fontconfig is not a rasterization library, nor
does it impose a particular rasterization
library on the application. The X-specific
library "Xft' uses fontconfig along with
freetype to specify and rasterize fonts.

freetype - FreeType is a software font
engine that is designed to be small,
efficient, highly customizable, and portable
while capable of producing high-quality
output (glyph images). It can be used in
graphics libraries, display servers, font
conversion tools, text image generation
tools, and many other products as well.

Version No.

N° da versao

1.14.10

2022.83

1.47.0

3.2.14

1.0

2.6.4

14.3.Rell

2.1

0.1.0

2.15.0

2.13.2

Open-Source License Name

Nome da licenc¢a de cédigo aberto

AFL-2.1 OR GPL-2.0-or-later

GPL-2.0-or-later

MIT AND BSD-3-Clause AND BSD-2-Clause AND
LicenseRef-PD

GPL-2.0-only AND LGPL-2.0-only AND BSD-3-
Clause AND MIT

GPL-2.0-or-later AND LGPL-2.1-or-later

BSD-3-Clause

MIT

GPL-3.0-with-GCC-exception AND GPL-3.0-
only AND GPL-2.0-only AND LGPL-3.0-only AND
LGPL-2.1-only AND LGPL-2.0-only

GPL-2.0-only

MIT

MIT AND LicenseRef-PD

(FTL OR GPL-2.0-or-later ) AND MIT



Package Name and Description

Nome e descri¢3o do pacote

gdbm - Library of database functions that
use extensible hashing and work similar to
the standard UNIX dbm. These routines
are provided to a programmer needing to
create and manipulate a hashed database.

ggl-tools - Scripts to profile application
usage of resources on target

glib - GLib is a general-purpose utility
library, which provides many useful
data types, macros, type conversions,
string utilities, file utilities, a main loop
abstraction, and so on.

gobject-introspection - GObject
Introspection is a project for providing
machine readable introspection data of
the API of C libraries. This introspection
data can be used in several different
use cases, for example automatic code
generation for bindings, API verification
and documentation generation.

harfbuzz - HarfBuzz is an OpenType text
shaping engine.

hostapd - User space daemon for extended
IEEE 802.11 management.

i2c-tools - The i2c-tools package contains
a heterogeneous set of 12C tools for Linux:
a bus probing tool, a chip dumper, register-
level SMBus access helpers, EEPROM
decoding scripts, EEPROM programming
tools, and a python module for SMBus
access. All versions of Linux are supported,
as long as 12C support is included in the
kernel.

init-ifupdown - This package provides high
level tools to configure network interfaces

initscripts - Initscripts provide the basic
system startup initialization scripts for

the system. These scripts include actions
such as filesystem mounting, fsck, RTC
manipulation and other actions routinely
performed at system startup. In addition,
the scripts are also used during system
shutdown to reverse the actions performed
at startup.

initscript-telnetd - Initscripts for telnetd.

init-system-helpers - This package
contains helper tools that are necessary
for switching between the various init
systems that Debian contains (e. g. sysvinit
or systemd). An example is deb-systemd-
helper, a script that enables systemd

unit files without depending on a running
systemd. It also includes the “service”,
“invoke-rc.d", and “update-rc.d” scripts
which provide an abstraction for enabling,
disabling, starting, and stopping services
for all supported Debian init systems

as specified by the policy. While this
package is maintained by pkg-systemd-
maintainers, it is NOT specific to systemd
at all. Maintainers of other init systems
are welcome to include their helpers in this
package.

Version No.

N° da versao

1.23

1.0

2.78.6

1.78.1

8.3.0

210

4.3

1.0

1.0

1.0

1.66

Open-Source License Name

Nome da licenc¢a de cédigo aberto

GPL-3.0-only

MIT

LGPL-2.1-or-later AND BSD-3-Clause AND
LicenseRef-PD

LGPL-2.0-or-later AND GPL-2.0-or-later AND

MIT

MIT

BSD-3-Clause

GPL-2.0-or-later

GPL-2.0-only

GPL-2.0-only

MIT

BSD-3-Clause AND GPL-2.0-only



Package Name and Description

Nome e descri¢3o do pacote

international_components_for_unicode -
The International Component for Unicode
(ICU) is a mature, portable set of C/C++
and Java libraries for Unicode support,
software internationalization (I18N) and
globalization (G11N), giving applications
the same results on all platforms.

iw - iw is a new nl80211 based CLI
configuration utility for wireless devices. It
supports almost all new drivers that have
been added to the kernel recently.

kmod - kmod is a set of tools to handle
common tasks with Linux kernel modules
like insert, remove, list, check properties,
resolve dependencies and aliases.

libcap-ng - The libcap-ng library is

intended to make programming with POSIX
capabilities much easier than the traditional
libcap library.

libdbus - D-Bus is a message bus system,

a simple way for applications to talk to

one another. In addition to interprocess
communication, D-Bus helps coordinate
process lifecycle; it makes it simple

and reliable to code a “single instance”
application or daemon, and to launch
applications and daemons on demand when
their services are needed.

libdrm - The runtime library for accessing
the kernel DRM services. DRM stands for
«Direct Rendering Manager», which is the
kernel portion of the «Direct Rendering
Infrastructure» (DRI). DRI is required for
many hardware accelerated OpenGL
drivers.

libedit - Command line editor library
providing generic line editing, history, and
tokenization functions

libevdev - A library for handling evdev
kernel devices. It abstracts the evdev ioctls
through type-safe interfaces and provides
functions to change the appearance of the
device.

libexpat - Expat is an XML parser library
written in C. It is a stream-oriented parser
in which an application registers handlers
for things the parser might find in the XML
document (like start tags)

libffi - The libffi' library provides a portable,
high level programming interface to
various calling conventions. This allows a
programmer to call any function specified
by a call interface description at run time.
FFI stands for Foreign Function Interface.
A foreign function interface is the popular
name for the interface that allows code
written in one language to call code written
in another language. The libffi' library

really only provides the lowest, machine
dependent layer of a fully featured foreign
function interface. A layer must exist above
*libffi’ that handles type conversions for
values passed between the two languages.

Version No.

N° da versao

74-2

6.7

31

0.8.5

1.14.10

2.4.120

20230828-3.1

1131

2.6.4

3.4.6

Open-Source License Name

Nome da licenc¢a de cédigo aberto

ICU

ISC

GPL-2.0-or-later AND LGPL-2.1-or-later

GPL-2.0-or-later AND LGPL-2.1-or-later

AFL-2.1 OR GPL-2.0-or-later

MIT

BSD-3-Clause

MIT

MIT

MIT



Package Name and Description Version No. Open-Source License Name

Nome e descri¢3o do pacote N° da versao Nome da licenc¢a de cédigo aberto

libgpiod - C library and tools for interacting P
with GPIO lines on Linux systems. 1.2 LGPL-2.1-or-later

libical - An Open Source implementation of

the iCalendar protocols and protocol data

units. The iCalendar specification describes

how calendar clients can communicate with 3.0.17 LGPL-2.1-only OR MPL-2.0
calendar servers so users can store their

calendar data and arrange meetings with

other users.

libinput - libinput is a library to handle

input devices in Wayland compositors

and to provide a generic X.Org input

driver. It provides device detection, device

handling, input device event processing 1.25.0 MIT
and abstraction so minimize the amount

of custom input code compositors need to

provide the common set of functionality

that users expect.

libjpeg-turbo - libjpeg-turbo is a derivative

of libjpeg that uses SIMD instructions Al .
(MMX, SSE2, NEON) to accelerate baseline 301 1JG AND BSD-3-Clause AND Zlib
JPEG compression and decompression

libnl - The libnl suite is a collection of

libraries providing APIs to netlink protocol

based Linux kernel interfaces. libnl is the

core library implementing the fundamentals 3.9.0 LGPL-2.1-only
required to use the netlink protocol such as

socket handling, message construction and

parsing, and sending and receiving of data.

libnsl2 - This library contains the public
client interface for NIS(YP) and NIS+ it

was part of glibc and now is standalone
packages. it also supports IPv6

2.01 LGPL-2.1-only

libpciaccess - libpciaccess provides
functionality for X to access the PCl bus 0.18 MIT
and devices in a platform-independent way.

libpng - An open source project to develop

and maintain the reference library for

use in applications that read, create, 1.6.42 Libpng
and manipulate PNG (Portable Network

Graphics) raster image files.

libpthread-stubs - This library provides

weak aliases for pthread functions not 0.5 MIT

provided in libc or otherwise available by :

default.

libtirpc - Libtirpc is a port of Suns 1.3.4 BSD-3-Clause

Transport-Independent RPC library to Linux

libusb - A cross-platform library to access
USB devices from Linux, macOS, Windows,

OpenBSD/NetBSD, Haiku and Solaris 1.0.27 LGPL-2.1-or-later
userspace.
libx11-compose-data - This package 1.8.4 MIT AND BSD-1-Clause AND HPND AND HPND-

provides the compose data files for libx11. sell-variant AND ISC

libxcrypt - Forked code from glibc libary to 4.4.36 LGPL-2.1-onl
extract only crypto part. o ' 4

libxkbcommon - libxkbcommon is a

keymap compiler and support library which 1.6.0 MIT
processes a reduced subset of keymaps as e

defined by the XKB specification.


http://x.org/

Package Name and Description Version No.

Nome e descri¢3o do pacote N° da versao

libxml2 - The XML Parser Library allows for

manipulation of XML files. LibxmlI2 exports

Push and Pull type parser interfaces

for both XML and HTML. It can do DTD

validation at parse time, on a parsed 21210
document instance or with an arbitrary e
DTD. Libxml2 includes complete XPath,

XPointer and Xinclude implementations.

It also has a SAX like interface, which is

designed to be compatible with Expat.

linux-firmware - Linux firmware is a

package distributed alongside the Linux

kernel that contains firmware binary blobs 20240909
necessary for partial or full functionality of

certain hardware devices.

linux_kernel - Linux kernel for Tl devices. 6.12.35

Open-Source License Name

Nome da licenc¢a de cédigo aberto

MIT

LicenseRef-Firmware-Abilis AND LicenseRef-
Firmware-adsp_sst AND LicenseRef-Firmware-
agere AND LicenseRef-Firmware-amdgpu

AND LicenseRef-Firmware-amd-ucode AND
LicenseRef-Firmware-amlogic_vdec AND
LicenseRef-Firmware-amphion_vpu AND
LicenseRef-Firmware-atheros firmware

AND LicenseRef-Firmware-atmel AND
LicenseRef-Firmware-broadcom_bcm43xx AND
LicenseRef-Firmware-ca0132 AND LicenseRef-
Firmware-cavium AND LicenseRef-Firmware-
chelsio_firmware AND LicenseRef-Firmware-
cirrus AND LicenseRef-Firmware-cnm AND
LicenseRef-Firmware-cw1200 AND LicenseRef-
Firmware-cypress AND LicenseRef-Firmware-
dibO700 AND LicenseRef-Firmware-e100
AND LicenseRef-Firmware-ene_firmware

AND LicenseRef-Firmware-fw sst 0f28 AND
LicenseRef-Firmware-go7007 AND LicenseRef-
Firmware-hfil firmware AND LicenseRef-
Firmware-i915 AND LicenseRef-Firmware-

ibt firmware AND LicenseRef-Firmware-ice
AND LicenseRef-Firmware-ice_enhanced AND
LicenseRef-Firmware-it913x AND LicenseRef-
Firmware-iwlwifi firmware AND LicenseRef-
Firmware-IntcSST2 AND LicenseRef-Firmware-
kaweth AND LicenseRef-Firmware-linaro

AND LicenseRef-Firmware-Lontium AND
LicenseRef-Firmware-Marvell AND LicenseRef-
Firmware-mediatek AND LicenseRef-Firmware-
microchip AND LicenseRef-Firmware-moxa
AND LicenseRef-Firmware-myri10ge_firmware
AND LicenseRef-Firmware-netronome AND
LicenseRef-Firmware-nvidia AND LicenseRef-
Firmware-nxp AND LicenseRef-Firmware-nxp_
mc_firmware AND LicenseRef-Firmware-OLPC
AND LicenseRef-Firmware-ath9k-htc AND
LicenseRef-Firmware-phanfw AND LicenseRef-
Firmware-powervr AND LicenseRef-Firmware-
gat AND LicenseRef-Firmware-gcom AND
LicenseRef-Firmware-qgcom-yamato AND
LicenseRef-Firmware-qla1280 AND LicenseRef-
Firmware-gla2xxx AND LicenseRef-Firmware-
qualcommAthos_ar3k AND LicenseRef-
Firmware-qualcommAthos ath10k AND
LicenseRef-Firmware-r8a779x usbh3 AND
LicenseRef-Firmware-radeon AND LicenseRef-
Firmware-ralink_a_mediatek_company firmware
AND LicenseRef-Firmware-ralink-firmware
AND LicenseRef-Firmware-rockchip AND
LicenseRef-Firmware-rtlwifi_firmware AND
LicenseRef-Firmware-imx-sdma_firmware

AND LicenseRef-Firmware-siano AND
LicenseRef-Firmware-ti-connectivity AND
LicenseRef-Firmware-ti-keystone AND
LicenseRef-Firmware-ueagle-atm4-firmware
AND LicenseRef-Firmware-via_vt6656 AND
LicenseRef-Firmware-wl1251 AND LicenseRef-
Firmware-xc4000 AND LicenseRef-Firmware-
xc5000 AND LicenseRef-Firmware-xc5000c¢
AND LicenseRef-WHENCE AND GPL-2.0-or-later

GPL-2.0-only



Package Name and Description Version No. Open-Source License Name

Nome e descri¢3o do pacote N° da versao Nome da licenc¢a de cédigo aberto

Izo - A portable lossless data compression
library written in ANSI C that offers pretty

: 2.10 GPL-2.0-or-later
fast compression and extremely fast
decompression.
1zo2 - A portable lossless data compression
library written in ANSI C that offers pretty 210 GPL-2.0-or-later

fast compression and extremely fast
decompression.

make-mod-scripts - Kernel module
build helper scripts used during module 1.0 GPL-2.0-only
compilation and packaging.

mesa-pvr - Mesa is an open-source
implementation of the OpenGL
specification - a system for rendering
interactive 3D graphics. A variety of
device drivers allows Mesa to be used in
many different environments ranging from
software emulation to complete hardware
acceleration for modern GPUs. Mesa is
used as part of the overall Direct Rendering
Infrastructure and X.org environment.

24.0.1 MIT

modutils-initscripts - Initscript for auto- 1.0 MIT
loading kernel modules on boot. ’

mtdev - mtdev is a library which transforms

all variants of kernel multitouch events to

the slotted type B protocol. The events

put into mtdev may be from any MT 1.1.6 MIT
device, specifically type A without contact

tracking, type A with contact tracking, or

type B with contact tracking

mtd-utils - mtd-utils tool is a generic Linux
subsystem for memory devices, especially 2.1.6 GPL-2.0-or-later
Flash devices.

ncurses - SVr4 and XSI-Curses compatible

curses library and terminfo tools including

tic, infocmp, captoinfo. Supports color,

multiple highlights, forms-drawing

characters, and automatic recognition 6.4 MIT
of keypad and function-key sequences.

Extensions include resizable windows and

mouse support on both xterm and Linux

console using the gpm library.

netbase - This package provides the
necessary infrastructure for basic TCP/IP 6.4 GPL-2.0-only
based networking

openssh - Secure rlogin/rsh/rcp/telnet

replacement (OpenSSH) Ssh (Secure Shell BSD-2-Clause AND BSD-3-Clause AND ISC AND
is a program for logging into a remote 9.6p1 MIT

machine and for executing commands on a

remote machine.

openssl - Secure Socket Layer (SSL) binary 324 Apache-2.0
and related cryptographic tools. = P :

opkg-utils - Additional utilities for the opkg 0.6.3 GPL-2.0-or-later
package manager. e :


http://x.org/

Package Name and Description Version No. Open-Source License Name

Nome e descri¢3o do pacote N° da versao Nome da licenc¢a de cédigo aberto

pcre2 - There are two major versions of

the PCRE library. The newest version

is PCRE2, which is a re-working of the

original PCRE library to provide an entirely

new API. The original, very widely deployed 10.43 BSD-3-Clause
PCRE library's APl and feature are stable,

future releases will be for bugfixes only. All

new future features will be to PCRE2, not

the original PCRE 8.x series.

perl - Perl is a highly capable, feature-rich ‘o 4 A
programming language 5.38.4 Artistic-1.0 OR GPL-1.0-or-later

pixman - Pixman provides a library for

manipulating pixel regions -- a set of Y-X

banded rectangles, image compositing

using the Porter/Duff model and implicit 0.46.2 MIT AND LicenseRef-PD
mask generation for geometric primitives

including trapezoids, triangles, and

rectangles.

g::nt\a/\il:g;:w - Common include for Tl Linux 2022.01 LicenseRef-TI-TFL

g:;l\\/:;;gw - Common include for Tl Linux 2022.01 LicenseRef-TI-TFL

g:;.ln;\)/\ll'g;gw - Common include for Tl Linux 2022.01 LicenseRef-TI-TFL

psplash - PSplash is a userspace graphical

boot splash screen for mainly embedded

Linux devices supporting a 16bpp or 32bpp

framebuffer. It has few dependencies

(just libc), supports basic images and text

and handles rotation. Its visual look is 0.1 GPL-2.0-or-later
configurable by basic source changes.

Also included is a ‘client’ command utility

for sending information to psplash such as

boot progress information.

( LicenseRef-The-Qt-Company-Commercial
OR ( GPL-3.0-only AND LicenseRef-Qt-GPL-

qt - Qt 6 base framework used by the .

i . : exception-1.0) AND (LGPL-3.0-only OR GPL-
product; detafled Qt modules ara listad 6.9.1 2.0-only OR GPL-3.0-only ) AND GFDL-1.3 ) AND
P Y : Apache-2.0 AND BSD-3-Clause AND BSL-1.0

AND MIT

(LicenseRef-The-Qt-Company-Commercial

OR ( GPL-3.0-only AND LicenseRef-Qt-GPL-
exception-1.0) AND ( LGPL-3.0-only OR GPL-
2.0-only OR GPL-3.0-only ) AND GFDL-1.3) AND
Apache-2.0 AND BSD-3-Clause AND BSL-1.0
AND MIT

qtbase - gtbase version 6.9.1-r0. 6.9.1

LicenseRef-The-Qt-Company-CommerciaI
qtconnectivity - gtconnectivity version 6.9.1 OR( GPL—3.0—orKy AND(lJ_menseRefl—Qé—GEL—
6.91-r0. 9. exception-1.0) AND ( LGPL-3.0-only OR GPL-

2.0-only OR GPL-3.0-only ) AND GFDL-1.3 AND

BSD-3-Clause

( LicenseRef-The-Qt-Company-Commercial
gtdeclarative - gtdeclarative version 6.9.1 OR (GPL-3.0-only AND LicenseRef-Qt-GPL-
9. exception-1.0) AND (LGPL-3.0-only OR GPL-

6.9.1-0. 2.0-only OR GPL-3.0-only ) AND GFDL-1.3 AND
BSD-3-Clause ) AND BSD-2-Clause
LicenseRef-The-Qt-Company-Commercial

qgtlanguageserver - gtlanguageserver 6.9.1 OR ( GPL-3.0-only AND LicenseRef-Qt-GPL-

version 6.9.1-r0. ~r exception-1.0) AND ( LGPL-3.0-only OR GPL-

2.0-only OR GPL-3.0-only ) AND GFDL-1.3



Package Name and Description

Nome e descri¢3o do pacote

qtserialport - gtserialport version 6.9.1-
rO.

qgtshadertools - gtshadertools version
6.9.1-r0.

qtsvg - gtsvg version 6.9.1-r0.

readline - The GNU Readline library
provides a set of functions for use by
applications that allow users to edit
command lines as they are typed in. Both
Emacs and vi editing modes are available.
The Readline library includes additional
functions to maintain a list of previously-
entered command lines, to recall and
perhaps reedit those lines, and perform
csh-like history expansion on previous
commands.

run-postinsts - Deferred post-installation
script runner used to complete package
setup on target systems.

s390-tools - Subset of IBM s390-tools
utilities included in the image for terminal-
run helper support.

shadow - Tools to change and administer
password and group data

shadow-securetty - Provider of the
machine specific securetty file.

shadow-sysroot - Shadow utils
requirements for useradd.bbclass.

shared-mime-info - The shared-mime-info
package contains the core database of
common types.

softap-udhcpd-config - Configuration files
for SoftAP with udhcpd

spirv-headers - Machine-readable files for
the SPIR-V Registry.

spirv-tools - The project includes

an assembler, binary module parser,
disassembler, validator, and optimizer for
SPIR-V.

sqlite - A library that implements a small,
fast, self-contained, high-reliability, full-
featured, SQL database engine. SQLite

is the most used database engine in the
world. SQLite is built into all mobile phones
and most computers and comes bundled
inside countless other applications that
people use every day

Version No.

N° da versao

6.9.1

6.9.1

6.9.1

8.2

1.0

2.31.0

4.14.2

4.6

4.6

2.4

1.0

1.3.275.0

1.3.275.0

3.45.3

Open-Source License Name

Nome da licenc¢a de cédigo aberto

LicenseRef-The-Qt-Company-Commercial OR
GPL-3.0-only AND (LGPL-3.0-only OR GPL-
2.0-only OR GPL-3.0-only ) AND GFDL-1.3 AND
BSD-3-Clause

( LicenseRef-The-Qt-Company-Commercial

OR ( GPL-3.0-only AND LicenseRef-Qt-
GPL-exception-1.0) AND GFDL-1.3) AND (
Apache-2.0 OR MIT ) AND BSD-3-Clause AND
BSD-2-Clause AND Apache-2.0 AND LicenseRef-
GPL-3-with-bison-exception

( LicenseRef-The-Qt-Company-Commercial OR
GPL-3.0-only AND (LGPL-3.0-only OR GPL-2.0-
only OR GPL-3.0-only ) AND GFDL-1.3 AND BSD-
3-Clause ) AND HPND-sell-variant

GPL-3.0-or-later

MIT

MIT

BSD-3-Clause

MIT

BSD-3-Clause OR Artistic-1.0

GPL-2.0-only

GPL-2.0-only AND BSD-4-Clause

MIT

Apache-2.0

LicenseRef-PD



Package Name and Description

Nome e descri¢3o do pacote

sysvinit - This package is required to boot
in most configurations. It provides the /
shin/init program. This is the first process
started on boot, and the last process
terminated before the system halts.

sysvinit-inittab - Inittab configuration for
SysVinit.

ti-sgx-ddk-km - Kernel drivers for the
PowerVR SGX chipset found in the Tl
SoCs.

ti-sgx-ddk-um - Userspace libraries for
PowerVR SGX chipset on Tl SoCs.

udev-extraconf - Extra machine specific
configuration files for udev, specifically
information on devices to ignore.

uim-sysfs - Shared Transport Line
Discipline User Mode initialisation Manager
Daemon.

update-rc.d - update-rc.d is a utility that
allows the management of symlinks to
the initscripts in the /etc/rcN.d directory
structure.

upgrade-util - Utility used to perform
firmware upgrade on target

usbutils - Contains the Isusb utility for
inspecting the devices connected to the
USB bus.

util-linux - Util-linux includes a suite of
basic system administration utilities
commonly found on most Linux systems.
Some of the more important utilities
include disk partitioning, kernel message
management, filesystem creation, and
system login.

util-linux-libuuid - Util-linux includes

a suite of basic system administration
utilities commonly found on most Linux
systems. Some of the more important
utilities include disk partitioning, kernel
message management, filesystem creation,
and system login.

util-macros - M4 autotools macros used by
various X.org programs.

vala - Vala is a C#-like language dedicated
to ease GObject programming. Vala
compiles to plain C and has no runtime
environment nor penalities whatsoever.

wl18xx-calibrator - The calibrator utility
for Tl wireless solution based on wl18xx
driver.

wl18xx-fw - Firmware files for use with Tl
wl18xx.

wl18xx-target-scripts - Scripts and
configuration files for Tl wireless drivers.

wlconf - Configuration utility for Tl wireless
drivers.

Version No.

N° da versao

3.04

2.88dsf

1.17.4948957

1.17.4948957

11

8.5

0.8

1.0

017

2.39.3

2.39.3

1.20.0

0.56.15

8.7.3

8.9.0.0.86

8.8.1

8.7.3

Open-Source License Name

Nome da licenc¢a de cédigo aberto

GPL-2.0-or-later

GPL-2.0-only

MIT OR GPL-2.0-only

LicenseRef-TI-TSPA

MIT

GPL-2.0-or-later

GPL-2.0-or-later

MIT

GPL-2.0-or-later AND ( GPL-2.0-only OR GPL-
3.0-only)

GPL-1.0-or-later AND GPL-2.0-or-later AND
LGPL-2.1-or-later AND BSD-2-Clause AND BSD-
3-Clause AND BSD-4-Clause AND MIT

BSD-3-Clause

MIT

LGPL-2.1-only

BSD-3-Clause

LicenseRef-TI-TSPA

GPL-2.0-only

GPL-2.0-only


http://x.org/

Package Name and Description Version No. Open-Source License Name

Nome e descri¢3o do pacote N° da versao Nome da licenc¢a de cédigo aberto

wpa_supplicant - wpa_supplicant is a WPA
Supplicant for Linux, BSD, Mac OS X, and
Windows with support for WPA and WPA2
(IEEE 802.11i/RSN). Supplicant is the
IEEE 802.1X/WPA component that is used
in the client stations. It implements key
negotiation with a WPA Authenticator and
it controls the roaming and IEEE 802.11
authentication/association of the wlan
driver.

2.10 BSD-3-Clause

xkeyboard-config - The non-arch keyboard

configuration database for X Window.

The goal is to provide the consistent,

well-structured, frequently released open 241 MIT
source of X keyboard configuration data for

X Window System implementations. The

project is targeted to XKB-based systems.

xz - XZ Utils is free general-purpose

data compression software with a high
compression ratio. XZ Utils were written
for POSIX-like systems, but also work on
some not-so-POSIX systems. XZ Utils are
the successor to LZMA Utils.

GPL-2.0-or-later AND GPL-3.0-with-autoconf-
5.4.7 exception AND LGPL-2.1-or-later AND
LicenseRef-PD

zlib - Zlib is a general-purpose, patent-free,
lossless data compression library which is 1.31 Zlib
used by many different programs.

zstandard - Zstandard is a fast lossless
compression algorithm, targeting real-time
compression scenarios at zlib-level and
better compression ratios. It's backed by a
very fast entropy stage, provided by HuffO
and FSE library.

1.5.5 BSD-3-Clause OR GPL-2.0-only
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